
	SPECIFICATION TEXT

	PRODUCT
	Melamine faced panels
	DATE
	31/01/19

	Reference standard
	EN 14322 - Wood-based panels

Melamine faced boards for interior uses. Definition, requirements and classification

	Range of applications
	Internal use as non-structural component in a dry environment


DESCRIPTION

Support:
Belspan P2 – melamine faced high-quality particle board for interior and furniture applications
For the production of these melamine faced panels, 100% circular wood is used, including a minimum of 85% recycled wood. The remaining 15% comes from waste flows from the timber industry or thinning wood, derived from sustainable forestry and roadside maintenance.

Surface structure

Surface structure reference: CST
Surface structure commercial name: Soft pearl
Surface structure description: slight grain ideal for wood designs and plain colours, grain is subtly present
Surface structure gloss level: Gloss points 60°:  6,2
Design:

Design reference: U137
Design commercial name: Candy red            
NCS : S 1580-Y90R
RAL : 3001
Design type: plain colour
Décor collection:

UNILIN Evola collection

[image: image1.jpg]



	PRODUCT
	High-pressure decorative laminates (HPL)
	DATE
	31/01/19

	Reference standard
	EN438-3: High-pressure decorative laminates (HPL) – sheets based on thermosetting resins – part 3: classification and specifications

	Range of applications
	HGP: Horizontal – general purpose - postforming


DESCRIPTION

Surface structure

Surface structure reference: CST
Surface structure commercial name: Soft pearl
Surface structure description: slight grain ideal for wood designs and plain colours, grain is subtly present
Surface structure gloss level: Gloss points 60°:  6,2
Design:

Design reference: U137
Design commercial name: Candy red            
NCS : S 1580-Y90R
RAL : 3001
Design type: plain colour

Décor collection:

UNILIN Evola collection
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